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% PROPOSED HMA RESURFACING AT PUBLIC EDUCATIONAL FACILITY
ENTRANCES SHALL BE EXTENDED TO THE RIGHT-OF-WAY LIMITS.
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L PRISMATIC CURB REFLECTORS

1. PRISMATIC REFLECTORS SHALL BE BI-DIRECTIONAL.

2. PRISMATIC REFLECTORS SHALL BE SECURED IN PLACE

WITH AN EPOXY ADHESSIVE.

3. PRISMATIC RELECTORS SHALL BE AMBER IN COLOR.

PRISMATIC CURB REFLECTORS
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EPOXY FILLER AS REQUIRED
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MEDIAN SURFACE 1

EPOXY FILLER AS REQUIRED

CURB

SECTION VIEW
NOTES

1. PRISMATIC REFLECTORS SHALL BE MONO-DIRECTIONAL AND POSITIONED
SO THAT THE REFLECTIVE FACE IS FACING THE APPROACHING TRAFFIC.

2. PRISMATIC REFLECTORS SHALL BE SECURED IN PLACE WITH AN EPOXY ADHESIVE.

3. PRISMATIC REFLECTORS SHALL BE EITHER AMBER OR CRYSTAL IN COLOR.

OPTION 1
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EPOXY FILLER AS REQUIRED

ISLAND

SECTION VIEW

NOTES

i. PRISMATIC REFLECTORS SHALL BE MONO-DIRECTIONAL AND POSITIONED
Z SO THAT THE REFLECTIVE FACE IS FACING THE APPROACHING TRAFFIC.

2. PRISMATIC REFLECTORS SHALL BE SECURED IN PLACE WITH AN EPOXY ADHESIVE.

3. PRISMATIC REFLECTORS SHALL BE EITHER AMBER OR CRYSTAL IN COLOR.
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